AMENDMENT NO. 1 JUNE 2017 
TO 
IS 5903 : 2014 RECOMMENDATION FOR SAFETY 
DEVICES FOR GAS CYLINDERS 


(First Revision) 
(Page 1, clause 2.9) — Substitute the following for the existing clause: 
‘2.9 Liquifiable Gas — A gas that may be liquefied by pressure at —10°C but 
will be completely vaporized when in equilibrium with normal atmosphere 


pressure (760 mm Hg) at 17.5°C which value shall be increased to 30°C for 
toxic gases.’ 


(Page 4, clause 6.2.2, formula) — Substitute 
‘Qa = 0.009 57 W, 
where 
Q, = flow capacity at 7 kgf/cm? (absolute) in m*/min of free air, and’ 
for 
‘Q, = 0.574 W, 
Where 
Q, = flow capacity at 7 kgf/cm? (absolute) in m*/h of free air, and’ 
(Page 4, clause 6.2.3, formula) — Substitute 
‘Q, = 0.019 13 W, 
Where 
Q, = flow capacity at 7 kgf/cm? (absolute) in m*/min of free air, and’ 
for 
‘QO, = 1.148 W, 
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where 

Q, = flow capacity at 7 kgf/cm? (absolute) in m*/h of free air, and’ 
(Page 4, clause 6.2.4, formula) — Substitute 

‘Q, = 0.001 378 PW, 

where 

Qa = flow capacity at 7 kgf/cm’ (absolute) in m*/min of free air, and’ 

for 

‘Q, = 0.082 PW, 

where 

Qa = flow capacity at 7 kgf/cm? (absolute) in m’/h of free air, and’ 
(Page 4, clause 6.2.5, formula) — Substitute 

‘Qa = 0.002 73 PW, 

where 

Q, = flow capacity at 7 kgf/cm? (absolute) in m*/min of free air, and’ 

for 

‘Qa = 0.164 PW, 

where 

QO, = flow capacity at 7 kgf/cm? (absolute) in m’/h of free air, and’ 
[Page 5, clause 6.5.4 (c)] — Substitute the following for the existing: 

‘c) The flow capacity in m’/min of free air.’ 
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(Page 8, clause 7.4.2, last sentence) — Substitute ‘yielded’ for ‘melted’. 
(Page 9, clause 7.4.4) — Substitute the following for the existing clause: 
‘7.4.4 Alternative Tests 
As an alternative to tests in 7.4.2 and 7.4.3, the bursting disc and fusible alloy 
shall be tested separately to requirements of 7.3.2 and 7.2.2 respectively, 
provided that the design of the device is such as to allow for the separation of 
the parts and the separate tests.’ 


(Page 10, Annex A, 3.1.4, line 21) — Substitute ‘m?/min’ for ‘m?/h’ 


(Page 10, Annex A, 3.1.4, line 22) — Substitute ‘m*/min’ for ‘m*/h’ 
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